
ON/OFF electrohydraulic kit type 8EI3
“A” side spool positioners

External pilot and drain.
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Operating features
CONTROL
Pilot pressure : min. 10 bar / 145 psi. . . . . . . . . . . . . . . . . . .

: max. 50 bar / 725 psi
Max backpressure on drain L : 25 bar / 360 psi. . . . . .
COIL
Nominal voltage tolerance : 10%. . . . . . . . .
Power rating : 21 W. . . . . . . . . . . . . . . . . . . .
Nominal current : 1.75 A -- 12 VDC / 0.87 A -- 24VDC. . . . . . . . . . . . . . . . . .
Coil insulation : Class F. . . . . . . . . . . . . . . . . . .
Weather protection : depending on coil model: see next page. . . . . . . . . . . . . . .
Duty cycle : 100%. . . . . . . . . . . . . . . . . . . . . .
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COMPLETE CONTROLS CODES

CONNECTION TYPE
ISO4400 AMP JPT Deutsch DTISO4400 without diode with diode Deutsch DT

CONTROL TYPE
Voltage 8EI3 8EI32 8EI32D 8EI34
12 VDC 5V08110350 5V08110372 5V08110374 5V08110376
24 VDC 5V08110351 5V08110373 5V08110375 5V08110377
Need

connector type
(page 65)
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ON/OFF electrohydraulic kit type 8EI3
“A” side spool positioners

Collector kit for external pilot and drain

Coil with
ISO4400 connection

(weather protection IP65)
Coil with

AMP JPT connection
(weather protection IP65)

Coil with Deutsch DT connection
(weather protection IP67)
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Description example:
SD11/2--P(JG3--120)/18ED3L/18ED3L/AET--KE2S0--24VDC
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Allen wrench 6
24 Nm / 17.7 lbft
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COIL CODES

CONNECTION TYPE
ISO4400 AMP JPT Deutsch DTVoltage ISO4400 without diode with diode Deutsch DT

12 VDC 2XB1400121100 2XB1400121200 2XB1400121210 2XB1400120400
24 VDC 2XB1400241100 2XB1400241200 2XB1400241210 2XB1400240400

OLLECTOR KIT CODES

Type Code * Description
KE1S0 5KE1S00030 For one section
KE2S0 5KE2S00430 For 2 sections
KE3S0 5KE3S00430 For 3 sections
KE4S0 5KE4S00430 For 4 sections
KE5S0 5KE5S00430 For 5 sections
KE6S0 5KE6S00430 For 6 sections

(*) codes are referred to BSP thread


